
Mountz Torque Analyzers
Calibrate, Validate, and Maintain Your Tools

A torque analyzer is designed for validating, testing & calibrating torque tools. Calibrating a 
torque tool is a fine-tuning process of bringing the device back within its tolerance. A regular 
torque tool calibration ensures repeatable accuracy and adherence to international standards.

A torque analyzer is a vital instrument for a quality control program. Investing in a torque 
testing solution eliminates downtime and expenses for shipping tools back and forth to an 
outside service center. It allows you to calibrate instruments more often and reduce calibration 
turnaround times and costs.

Product Name EZ-TorQ III TorqueLab® LTT TorqueMate® PTT Validator

Torque Ranges
0.1-300 lbf.in

1.1 cN.m -  3,390 cN.m
1lbf.in- 250 bf.ft

113 cN.m -  339 N.m -
40-200 lbf.ft

54.4 -  272 N.m

Dimensions 8"l x 4.25"w x 2.125"h 11"l x 9"w x  2.6"h 8.5"l x 4.5"w 5.7"l x 3"w x 4"h

Display Touchscreen LCD LCD LCD LCD

Features

Li-On Rechargeable Battery

Built-In Sensor

Supports External Torque Sensors

RDA (Run Down Adpater) Included

ARCII Technology

Operation Modes Track, Peak, First Peak Track, Peak, First Peak, Audit, Spindle 
Audit, and Torque + Angle

Track, Peak, First Peak, Audit, Spindle 
Audit, and Torque + Angle Track, Peak, First Peak

Internal Storage up to 5,000 data points

Barcode Scanner Compatible

Benefits

SPC Data Analysis

Accuracy Statement ± 0.5% of reading from 20% to 100% 
± 1% of reading from 10% to 20%

± 0.5% of reading from 20% to 100% 
± 1% of reading from 10% to 20%

± 0.5% of reading from 20% to 100% 
± 1% of reading from 10% to 20%

± 1% of reading from 20% to 
100% of full scale

Software Included

Warranty: 1 year for manufacturer’s defects

Free ISO cert with purchase

Distributor: 
Intercal (Pty) Ltd.
Email: sales@intercal.co.za

Phone: +27 11 315 4321


