
Mountz Torque Sensors
Calibrate, Validate, and Maintain Your Tools

The  torque sensor is a finely tuned instrument designed for testing and measuring torque. 
It measures, validates, verifies, and calibrates tools. Calibrating a torque tool is a fine-tuning 
process of bringing the device back within its tolerance. A regular torque tool calibration ensures 
repeatable accuracy and adherence to international standards.  

A  torque sensor is a vital measurement device for a quality control program. Investing in a torque 
testing solution eliminates downtime and expenses for shipping tools back and forth to an 
outside service center. It allows you to calibrate instruments more often and reduce calibration 
turnaround times and costs.

Product Name MTX BMX BLRTSX BLRTSX-A RTSX RTSX-A

Torque Ranges
1 - 160 ozf.in

 0.7 - 113 cN.m
2 ozf.in - 5,000 lbf.ft

1.5 cN.m - 6,779 N.m
10 ozf.in - 738 lbf.ft
7 cN.m - 1,000 N.m

10 ozf.in - 738 lbf.ft
7 cN.m - 1,000 N.m

1 lbf.in - 1,500 lbf.ft
11.3 cN.m - 2,033 N.m

1 lbf.in - 1,500 lbf.ft
11.3 cN.m - 2,033 N.m

Drive Size / Types 1/4’F Sq

1/4”F Sq
3/8”F Sq
1/2”F Sq
3/4”F Sq
1” F Sq

1 1/2”F Sq

1/4”M Hex to 1/4”F Hex
1/4”F Sq to 1/4”M Sq
3/8”F Sq to 3/8” M Sq
3/4 F/Sq to 3/4 M/Sq

1 F/Sq to 1 M/Sq

1/4”M Hex to 1/4”F Hex
1/4”F Sq to 1/4”M Sq
3/8”F Sq to 3/8” M Sq
3/4 F/Sq to 3/4 M/Sq

1 F/Sq to 1 M/Sq

1/4”M Hex to 1/4”F Hex
1/4”F Sq to 1/4”M Sq
3/8”F Sq to 3/8” M Sq
3/4 F/Sq to 3/4 M/Sq

1 F/Sq to 1 M/Sq

1/4”M Hex to 1/4”F Hex
1/4”F Sq to 1/4”M Sq
3/8”F Sq to 3/8” M Sq
3/4 F/Sq to 3/4 M/Sq

1 F/Sq to 1 M/Sq

Sensor Type Static Static Dynamic (Rotary) Dynamic (Rotary) Dynamic (Rotary) Dynamic (Rotary)

Features

Connect to LTT or PTT Torque 
Analyzers

Compatible with hand, electric, 
or pneumatic tools

ARCII Technology

Designed to be bench mounted

Brushless Design

Designed to measure torque 
directly on the application

Angle Measurement Capabilities

Benefits

Accuracy Statement ± 0.25% of reading ± 0.25% of reading ± 0.25% of reading ± 0.25% of reading ± 0.25% of reading ± 0.25% of reading

Warranty: 1 year for 
manufacturer’s defects

Free ISO cert with purchase

Distributor: 
Intercal (Pty) Ltd.
Email: sales@intercal.co.za

Phone: +27 11 315 4321


